
Ball valves pneumatic

SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
With manual override
With fusion Sockets metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 012 1.500
20 15 10 185 199 232 013 1.500
25 20 10 350 199 232 014 1.600
32 25 10 700 199 232 015 1.700
40 32 10 1000 199 232 016 2.800

50 40 10 1600 199 232 017 3.100
63 50 10 3100 199 232 018 4.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

z

[mm]

16 50 230 27 62 168 40 97 92 194 56 25 261 76 48 64
20 50 230 27 62 168 40 97 95 194 56 25 261 76 48 64
25 58 239 30 71 168 40 97 110 194 65 25 261 76 48 72
32 68 239 36 71 168 40 97 123 194 71 25 261 76 48 79
40 84 271 44 84 187 51 115 146 224 85 45 305 95 59 94

50 97 271 51 84 187 51 115 157 224 89 45 305 95 59 95
63 124 293 64 106 187 51 115 183 224 101 45 305 95 59 107

312



SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
With manual override
With fusion sockets metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 052 1.500
20 15 10 185 199 232 053 1.500
25 20 10 350 199 232 054 1.600
32 25 10 700 199 232 055 1.700
40 32 10 1000 199 232 056 2.800

50 40 10 1600 199 232 057 3.100
63 50 10 3100 199 232 058 4.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

z

[mm]

16 50 230 27 62 168 40 97 92 194 56 25 261 76 48 64
20 50 230 27 62 168 40 97 95 194 56 25 261 76 48 64
25 58 239 30 71 168 40 97 110 194 65 25 261 76 48 72
32 68 239 36 71 168 40 97 123 194 71 25 261 76 48 79
40 84 271 44 84 187 51 115 146 224 85 45 305 95 59 94

50 97 271 51 84 187 51 115 157 224 89 45 305 95 59 95
63 124 293 64 106 187 51 115 183 224 101 45 305 95 59 107

313



SYGEF® standard
Ball valve type 232
Function DA (Double acting)
With manual override
With fusion sockets metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 092 1.500
20 15 10 185 199 232 093 1.500
25 20 10 350 199 232 094 1.600
32 25 10 700 199 232 095 1.700
40 32 10 1000 199 232 096 2.800

50 40 10 1600 199 232 097 3.100
63 50 10 3100 199 232 098 4.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

z

[mm]

16 50 230 27 62 168 40 97 92 194 56 25 261 76 48 64
20 50 230 27 62 168 40 97 95 194 56 25 261 76 48 64
25 58 239 30 71 168 40 97 110 194 65 25 261 76 48 72
32 68 239 36 71 168 40 97 123 194 71 25 261 76 48 79
40 84 271 44 84 187 51 115 146 224 85 45 305 95 59 94

50 97 271 51 84 187 51 115 157 224 89 45 305 95 59 95
63 124 293 64 106 187 51 115 183 224 101 45 305 95 59 107

314



SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
With manual override
With fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 032 1.500
20 15 10 185 199 232 033 1.500
25 20 10 350 199 232 034 1.600
32 25 10 700 199 232 035 1.700
40 32 10 1000 199 232 036 2.800

50 40 10 1600 199 232 037 3.100
63 50 10 3100 199 232 038 4.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

16 50 230 27 62 168 40 97 92 194 56 130 25 261 76 48
20 50 230 27 62 168 40 97 95 194 56 130 25 261 76 48
25 58 239 30 71 168 40 97 110 194 65 150 25 261 76 48
32 68 239 36 71 168 40 97 123 194 71 160 25 261 76 48
40 84 271 44 84 187 51 115 146 224 85 180 45 305 95 59

50 97 271 51 84 187 51 115 157 224 89 200 45 305 95 59
63 124 293 64 106 187 51 115 183 224 101 230 45 305 95 59

315



SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
With manual override
With fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 072 1.500
20 15 10 185 199 232 073 1.500
25 20 10 350 199 232 074 1.600
32 25 10 700 199 232 075 1.700
40 32 10 1000 199 232 076 2.800

50 40 10 1600 199 232 077 3.100
63 50 10 3100 199 232 078 4.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

16 50 230 27 62 168 40 97 92 194 56 130 25 261 76 48
20 50 230 27 62 168 40 97 95 194 56 130 25 261 76 48
25 58 239 30 71 168 40 97 110 194 65 150 25 261 76 48
32 68 239 36 71 168 40 97 123 194 71 160 25 261 76 48
40 84 271 44 84 187 51 115 146 224 85 180 45 305 95 59

50 97 271 51 84 187 51 115 157 224 89 200 45 305 95 59
63 124 293 64 106 187 51 115 183 224 101 230 45 305 95 59

316



SYGEF® standard
Ball valve type 232
Function DA (Double acting)
With manual override
With fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 112 1.500
20 15 10 185 199 232 113 1.500
25 20 10 350 199 232 114 1.600
32 25 10 700 199 232 115 1.700
40 32 10 1000 199 232 116 2.800

50 40 10 1600 199 232 117 3.100
63 50 10 3100 199 232 118 4.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

16 50 230 27 62 168 40 97 92 194 56 130 25 261 76 48
20 50 230 27 62 168 40 97 95 194 56 130 25 261 76 48
25 58 239 30 71 168 40 97 110 194 65 150 25 261 76 48
32 68 239 36 71 168 40 97 123 194 71 160 25 261 76 48
40 84 271 44 84 187 51 115 146 224 85 180 45 305 95 59

50 97 271 51 84 187 51 115 157 224 89 200 45 305 95 59
63 124 293 64 106 187 51 115 183 224 101 230 45 305 95 59

317



SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
With manual override
With butt fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

20 15 10 185 199 232 713
25 20 10 350 199 232 714
32 25 10 700 199 232 715
40 32 10 1000 199 232 716
50 40 10 1600 199 232 717
63 50 10 3100 199 232 718

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 230 27 62 168 40 97 130 194 56 25 261 76 48
25 58 239 30 71 168 40 97 130 194 65 25 261 76 48
32 68 239 36 71 168 40 97 130 194 71 25 261 76 48
40 84 271 44 84 187 51 115 130 224 85 45 305 95 59
50 97 271 51 84 187 51 115 130 224 89 45 305 95 59
63 124 293 64 106 187 51 115 130 224 101 45 305 95 59

318



SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
With manual override
With butt fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

20 15 10 185 199 232 753
25 20 10 350 199 232 754
32 25 10 700 199 232 755
40 32 10 1000 199 232 756
50 40 10 1600 199 232 757
63 50 10 3100 199 232 758

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 230 27 62 168 40 97 130 194 56 25 261 76 48
25 58 239 30 71 168 40 97 130 194 65 25 261 76 48
32 68 239 36 71 168 40 97 130 194 71 25 261 76 48
40 84 271 44 84 187 51 115 130 224 85 45 305 95 59
50 97 271 51 84 187 51 115 130 224 89 45 305 95 59
63 124 293 64 106 187 51 115 130 224 101 45 305 95 59

319



SYGEF® standard
Ball valve type 232
Function DA (Double acting)
With manual override
With butt fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

20 15 10 185 199 232 793
25 20 10 350 199 232 794
32 25 10 700 199 232 795
40 32 10 1000 199 232 796
50 40 10 1600 199 232 797
63 50 10 3100 199 232 798

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 230 27 62 168 40 97 130 194 56 25 261 76 48
25 58 239 30 71 168 40 97 130 194 65 25 261 76 48
32 68 239 36 71 168 40 97 130 194 71 25 261 76 48
40 84 271 44 84 187 51 115 130 224 85 45 305 95 59
50 97 271 51 84 187 51 115 130 224 89 45 305 95 59
63 124 293 64 106 187 51 115 130 224 101 45 305 95 59

320



SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
With manual override
With fixed flanges PVDF serrated metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Ï Connecting dimensions: ISO 7005 / EN 1092 / DIN 2501 PN10 / BS4504 

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

Inch PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

20 15 1/2 10 185 199 232 003 1.700
25 20 3/4 10 350 199 232 004 1.900
32 25 1 10 700 199 232 005 2.100
40 32 1 1/4 10 1000 199 232 006 3.400
50 40 1 1/2 10 1600 199 232 007 3.900
63 50 2 10 3100 199 232 008 5.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

H6

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

20 50 230 27 62 168 40 97 48 124 194 56 130 25 261 76
25 58 239 30 71 168 40 97 53 144 194 65 150 25 261 76
32 68 239 36 71 168 40 97 58 154 194 71 160 25 261 76
40 84 271 44 84 187 51 115 70 174 224 85 180 45 305 95
50 97 271 51 84 187 51 115 75 194 224 89 200 45 305 95
63 124 293 64 106 187 51 115 83 224 224 101 230 45 305 95

d

[mm]

L7

[mm]

20 48
25 48
32 48
40 59
50 59
63 59

321



SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
With manual override
With fixed flanges PVDF serrated metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Ï Overall length EN 558-1

Ï Connecting dimensions: ISO 7005 / EN 1092 / DIN 2501 PN10 / BS4504 

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

Inch PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

20 15 1/2 10 185 199 232 023 1.700
25 20 3/4 10 350 199 232 024 1.900
32 25 1 10 700 199 232 025 2.100
40 32 1 1/4 10 1000 199 232 026 3.400
50 40 1 1/2 10 1600 199 232 027 3.900
63 50 2 10 3100 199 232 028 5.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

H6

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

20 50 230 27 62 168 40 97 48 124 194 56 130 25 261 76
25 58 239 30 71 168 40 97 53 144 194 65 150 25 261 76
32 68 239 36 71 168 40 97 58 154 194 71 160 25 261 76
40 84 271 44 84 187 51 115 70 174 224 85 180 45 305 95
50 97 271 51 84 187 51 115 75 194 224 89 200 45 305 95
63 124 293 64 106 187 51 115 83 224 224 101 230 45 305 95

d

[mm]

L7

[mm]

20 48
25 48
32 48
40 59
50 59
63 59

322



SYGEF® standard
Ball valve type 232
Function DA (Double acting)
With manual override
With fixed flanges PVDF serrated metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Ï Overall length EN 558-1

Ï Connecting dimensions: ISO 7005 / EN 1092 / DIN 2501 PN10 / BS4504 

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

Inch PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

20 15 1/2 10 185 199 232 043 1.700
25 20 3/4 10 350 199 232 044 1.900
32 25 1 10 700 199 232 045 2.100
40 32 1 1/4 10 1000 199 232 046 3.400
50 40 1 1/2 10 1600 199 232 047 3.900
63 50 2 10 3100 199 232 048 5.000

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H3

[mm]

H4

[mm]

H5

[mm]

H6

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

20 50 230 27 62 168 40 97 48 124 194 56 130 25 261 76
25 58 239 30 71 168 40 97 53 144 194 65 150 25 261 76
32 68 239 36 71 168 40 97 58 154 194 71 160 25 261 76
40 84 271 44 84 187 51 115 70 174 224 85 180 45 305 95
50 97 271 51 84 187 51 115 75 194 224 89 200 45 305 95
63 124 293 64 106 187 51 115 83 224 224 101 230 45 305 95

d

[mm]

L7

[mm]

20 48
25 48
32 48
40 59
50 59
63 59

323



SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
Without manual override
With fusion sockets metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 132 1.200
20 15 10 185 199 232 133 1.200
25 20 10 350 199 232 134 1.300
32 25 10 700 199 232 135 1.400
40 32 10 1000 199 232 136 2.500

50 40 10 1600 199 232 137 2.800
63 50 10 3100 199 232 138 3.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

z

[mm]

16 50 167 27 62 40 97 92 194 56 25 261 76 48 64
20 50 167 27 62 40 97 95 194 56 25 261 76 48 64
25 58 176 30 71 40 97 110 194 65 25 261 76 48 72
32 68 176 36 71 40 97 123 194 71 25 261 76 48 79
40 84 210 44 84 51 115 146 224 85 45 305 95 59 94

50 97 210 51 84 51 115 157 224 89 45 305 95 59 95
63 124 232 64 106 51 115 183 224 101 45 305 95 59 107

324



SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
Without manual override
With fusion sockets metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 172 1.200
20 15 10 185 199 232 173 1.200
25 20 10 350 199 232 174 1.300
32 25 10 700 199 232 175 1.400
40 32 10 1000 199 232 176 2.500

50 40 10 1600 199 232 177 2.800
63 50 10 3100 199 232 178 3.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

z

[mm]

16 50 167 27 62 40 97 92 194 56 25 261 76 48 64
20 50 167 27 62 40 97 95 194 56 25 261 76 48 64
25 58 176 30 71 40 97 110 194 65 25 261 76 48 72
32 68 176 36 71 40 97 123 194 71 25 261 76 48 79
40 84 210 44 84 51 115 146 224 85 45 305 95 59 94

50 97 210 51 84 51 115 157 224 89 45 305 95 59 95
63 124 232 64 106 51 115 183 224 101 45 305 95 59 107
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SYGEF® standard
Ball valve type 232
Function DA (Double acting)
Without manual override
With fusion sockets metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 212 1.200
20 15 10 185 199 232 213 1.200
25 20 10 350 199 232 214 1.300
32 25 10 700 199 232 215 1.400
40 32 10 1000 199 232 216 2.500

50 40 10 1600 199 232 217 2.800
63 50 10 3100 199 232 218 3.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

z

[mm]

16 50 167 27 62 40 97 92 194 56 25 261 76 48 64
20 50 167 27 62 40 97 95 194 56 25 261 76 48 64
25 58 176 30 71 40 97 110 194 65 25 261 76 48 72
32 68 176 36 71 40 97 123 194 71 25 261 76 48 79
40 84 210 44 84 51 115 146 224 85 45 305 95 59 94

50 97 210 51 84 51 115 157 224 89 45 305 95 59 95
63 124 232 64 106 51 115 183 224 101 45 305 95 59 107
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SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
Without manual override
With fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 152 1.200
20 15 10 185 199 232 153 1.200
25 20 10 350 199 232 154 1.300
32 25 10 700 199 232 155 1.400
40 32 10 1000 199 232 156 2.500

50 40 10 1600 199 232 157 2.800
63 50 10 3100 199 232 158 3.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

16 50 167 27 62 40 97 114 194 56 130 25 261 76 48
20 50 167 27 62 40 97 124 194 56 130 25 261 76 48
25 58 176 30 71 40 97 144 194 65 150 25 261 76 48
32 68 176 36 71 40 97 154 194 71 160 25 261 76 48
40 84 210 44 84 51 115 174 224 85 180 45 305 95 59

50 97 210 51 84 51 115 194 224 89 200 45 305 95 59
63 124 232 64 106 51 115 224 224 101 230 45 305 95 59

327



SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
Without manual override
With fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 192 1.200
20 15 10 185 199 232 193 1.200
25 20 10 350 199 232 194 1.300
32 25 10 700 199 232 195 1.400
40 32 10 1000 199 232 196 2.500

50 40 10 1600 199 232 197 2.800
63 50 10 3100 199 232 198 3.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

16 50 167 27 62 40 97 114 194 56 130 25 261 76 48
20 50 167 27 62 40 97 124 194 56 130 25 261 76 48
25 58 176 30 71 40 97 144 194 65 150 25 261 76 48
32 68 176 36 71 40 97 154 194 71 160 25 261 76 48
40 84 210 44 84 51 115 174 224 85 180 45 305 95 59

50 97 210 51 84 51 115 194 224 89 200 45 305 95 59
63 124 232 64 106 51 115 224 224 101 230 45 305 95 59

328



SYGEF® standard
Ball valve type 232
Function DA (Double acting)
Without manual override
With fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

16 10 10 70 199 232 232 1.200
20 15 10 185 199 232 233 1.200
25 20 10 350 199 232 234 1.300
32 25 10 700 199 232 235 1.400
40 32 10 1000 199 232 236 2.500

50 40 10 1600 199 232 237 2.800
63 50 10 3100 199 232 238 3.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

16 50 167 27 62 40 97 114 194 56 130 25 261 76 48
20 50 167 27 62 40 97 124 194 56 130 25 261 76 48
25 58 176 30 71 40 97 144 194 65 150 25 261 76 48
32 68 176 36 71 40 97 154 194 71 160 25 261 76 48
40 84 210 44 84 51 115 174 224 85 180 45 305 95 59

50 97 210 51 84 51 115 194 224 89 200 45 305 95 59
63 124 232 64 106 51 115 224 224 101 230 45 305 95 59

329



SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
Without manual override
With butt fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

20 15 10 185 199 232 833
25 20 10 350 199 232 834
32 25 10 700 199 232 835
40 32 10 1000 199 232 836
50 40 10 1600 199 232 837
63 50 10 3100 199 232 838

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 167 27 62 40 97 130 194 56 25 261 76 48
25 58 176 30 71 40 97 130 194 65 25 261 76 48
32 68 176 36 71 40 97 130 194 71 25 261 76 48
40 84 210 44 84 51 115 130 224 85 45 305 95 59
50 97 210 51 84 51 115 130 224 89 45 305 95 59
63 124 232 64 106 51 115 130 224 101 45 305 95 59
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SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
Without manual override
With butt fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

20 15 10 185 199 232 873
25 20 10 350 199 232 874
32 25 10 700 199 232 875
40 32 10 1000 199 232 876
50 40 10 1600 199 232 877
63 50 10 3100 199 232 878

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 167 27 62 40 97 130 194 56 25 261 76 48
25 58 176 30 71 40 97 130 194 65 25 261 76 48
32 68 176 36 71 40 97 130 194 71 25 261 76 48
40 84 210 44 84 51 115 130 224 85 45 305 95 59
50 97 210 51 84 51 115 130 224 89 45 305 95 59
63 124 232 64 106 51 115 130 224 101 45 305 95 59
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SYGEF® standard
Ball valve type 232
Function DA (Double acting)
Without manual override
With butt fusion spigots metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

20 15 10 185 199 232 913
25 20 10 350 199 232 914
32 25 10 700 199 232 915
40 32 10 1000 199 232 916
50 40 10 1600 199 232 917
63 50 10 3100 199 232 918

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 167 27 62 40 97 130 194 56 25 261 76 48
25 58 176 30 71 40 97 130 194 65 25 261 76 48
32 68 176 36 71 40 97 130 194 71 25 261 76 48
40 84 210 44 84 51 115 130 224 85 45 305 95 59
50 97 210 51 84 51 115 130 224 89 45 305 95 59
63 124 232 64 106 51 115 130 224 101 45 305 95 59

332



SYGEF® standard
Ball valve type 232
Function FC (Fail safe to close)
Without manual override
With fixed flanges PVDF serrated metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Ï Overall length EN 558-1

Ï Connecting dimensions: ISO 7005 / EN 1092 / DIN 2501 PN10 / BS4504 

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

Inch PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

20 15 1/2 10 185 199 232 063 1.400
25 20 3/4 10 350 199 232 064 1.600
32 25 1 10 700 199 232 065 1.800
40 32 1 1/4 10 1000 199 232 066 3.100
50 40 1 1/2 10 1600 199 232 067 3.600
63 50 2 10 3100 199 232 068 4.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

H6

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 167 27 62 40 97 48 124 194 56 130 25 261 76 48
25 58 176 30 71 40 97 53 144 194 65 150 25 261 76 48
32 68 176 36 71 40 97 58 154 194 71 160 25 261 76 48
40 84 210 44 84 51 115 70 174 224 85 180 45 305 95 59
50 97 210 51 84 51 115 75 194 224 89 200 45 305 95 59
63 124 232 64 106 51 115 83 224 224 101 230 45 305 95 59
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SYGEF® standard
Ball valve type 232
Function FO (Fail safe to open)
Without manual override
With fixed flanges PVDF serrated metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Ï Overall length EN 558-1

Ï Connecting dimensions: ISO 7005 / EN 1092 / DIN 2501 PN10 / BS4504 

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

Inch PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

20 15 1/2 10 185 199 232 083 1.400
25 20 3/4 10 350 199 232 084 1.600
32 25 1 10 700 199 232 085 1.800
40 32 1 1/4 10 1000 199 232 086 3.100
50 40 1 1/2 10 1600 199 232 087 3.600
63 50 2 10 3100 199 232 088 4.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

H6

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 167 27 62 40 97 48 124 194 56 130 25 261 76 48
25 58 176 30 71 40 97 53 144 194 65 150 25 261 76 48
32 68 176 36 71 40 97 58 154 194 71 160 25 261 76 48
40 84 210 44 84 51 115 70 174 224 85 180 45 305 95 59
50 97 210 51 84 51 115 75 194 224 89 200 45 305 95 59
63 124 232 64 106 51 115 83 224 224 101 230 45 305 95 59
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SYGEF® standard
Ball valve type 232
Function DA (Double acting)
Without manual override
With fixed flanges PVDF serrated metric

Model:

Ï Built on with pneumatic actuator PA11/21

Ï For easy installation and removal

Ï Integrated stainless steel mounting inserts

Ï Control time 90°<) 1-2 s

Ï Overall length EN 558-1

Ï Connecting dimensions: ISO 7005 / EN 1092 / DIN 2501 PN10 / BS4504 

Option:

Ï Individual configuration of the valve (see form)

d

[mm]

DN

[mm]

Inch PN kv-value

(�p=1 bar)

[l/min]

FPM
Code

kg

20 15 1/2 10 185 199 232 103 1.400
25 20 3/4 10 350 199 232 104 1.600
32 25 1 10 700 199 232 105 1.800
40 32 1 1/4 10 1000 199 232 106 3.100
50 40 1 1/2 10 1600 199 232 107 3.600
63 50 2 10 3100 199 232 108 4.700

d

[mm]

D

[mm]

H

[mm]

H1

[mm]

H2

[mm]

H4

[mm]

H5

[mm]

H6

[mm]

L

[mm]

L1

[mm]

L2

[mm]

L3

[mm]

L4

[mm]

L5

[mm]

L6

[mm]

L7

[mm]

20 50 167 27 62 40 97 48 124 194 56 130 25 261 76 48
25 58 176 30 71 40 97 53 144 194 65 150 25 261 76 48
32 68 176 36 71 40 97 58 154 194 71 160 25 261 76 48
40 84 210 44 84 51 115 70 174 224 85 180 45 305 95 59
50 97 210 51 84 51 115 75 194 224 89 200 45 305 95 59
63 124 232 64 106 51 115 83 224 224 101 230 45 305 95 59
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